
Flawless exposed
automotive components
begin with flawless slit and
inspected aluminum coils.

Autolum Processing Co.
36263 Michigan Avenue I Wayne, MI 48184
734.727.0500 I 855.722.2586 (ALUM) I 734.722.3251 fax
email: info@autolumprocessing.com I www.autolumprocessing.com

Material Aluminum, Electro Galvanized, Hot Dipped Galvanized, Stainless and Prepaint
for critical exposed and unexposed applications

Thickness .015” – .156”

Width In: 24” – 80” Out: 4” – 78”

Width Tolerance +/- .005

Number of Cuts 14 cuts maximum

Weight 88,000 maximum coil

ID 24” currently, 20” coming soon

OD 30” – 84”

Inspection Top and bottom, Unilux strobe lights, defect mapping

Tension Control DC motors integrated throughout (uncoiler, arbors, tension stand, recoiler)

Overwind Uncoiler and recoiler

Underwind Uncoiler only

Recoiling Accuracy 1/8” maximum oscillation

Gauge Measurement Full profile x-ray charting

Oiling Yes, multi-zone roll applicator and electrostatic

Prelubing Yes, multi-zone roll applicator and electrostatic

Crop Shear Entry and exit

Packaging As required on all stand up coils (skidding not available)

Quality System ISO 9001:2008

Defect Mapping Yes

Storage Capacity 500,000 sq. ft.

Atmosphere Humidity and climate controlled

Rail Norfolk-Southern and CSX

All the Extras
At Autolum all surfaces that come in contact
with your material have been designed to
ensure that no marks are transferred to your
product. This results in less damage, less
down time and higher yields. You get a better
product, capable of running defect-free on
automotive press lines, delivered on-time, for
less money.

AUTOLUM CAPABILITIES





Flawless exposed
automotive components
begin with flawless slit and
inspected aluminum coils.

Autolum Processing Co.
36263 Michigan Avenue I Wayne, MI 48184
734.727.0500 I 855.722.2586 (ALUM) I 734.722.3251 fax
email: info@autolumprocessing.com I www.autolumprocessing.com

Material Aluminum

Thickness .015” – .156”

Width In: 24” – 80” Out: 4” – 78”

Width Tolerance +/- .005

Number of Cuts 14 cuts maximum

ID 20" or 24" incoming and outgoing

OD 30” – 84”

Inspection Top and bottom surface, Unilux strobes, defect mapping, flagging

Tension Control DC motors integrated throughout (uncoiler, arbors, tension stand, recoiler)

Overwind Uncoiler and recoiler

Underwind Uncoiler only (to reverse coil prime surface) if needed

Recoiling Accuracy 1/8” maximum oscillation

Gauge Measurement Full profile x-ray charting

Oiling Yes, electrostatic

Prelubing Yes, electrostatic

Crop Shear Entry and exit

Packaging As required on all stand up coils (skidding not available)

Quality System ISO/TS 16949:2009

Storage Capacity 500,000 sq. ft.

Atmosphere Humidity and temperature controlled

Rail Norfolk-Southern and CSX

All the Extras
At Autolum all surfaces that come in contact
with your material have been designed to
ensure that no marks are transferred to your
product. This results in less damage, less
down time and higher yields. You get a better
product, capable of running defect-free on
automotive press lines, delivered on-time, for
less money.
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